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CONSTRUCTION DETAILS
A. Install 27’ steel pole with twin 50'/50' mast arms (cut to 38’), traffic signal heads, signs,
video detection camera. 250 watt HPS lamp with luminare on 20’ lighting arm and pole mounted
shield assembly. (Note: 1-4" 90° polyvinyl chloride (Schedule 80) bend.) (Sta. 110+23, LT 31")
B. Install 27’ steel pole with single 50° mast arm traffic signal heads, signs, video detection camera. GENERAL NOTES: K
250 watt HPS lamp with luminare on 20’ |ighting arm and pole mounted shield assembly. 1. All under s :
S g o ' ' ' . ground utilities shown on these plans are schemaiic only and
(Note: 1-4 90° polyvinyl chloride {Schedule B80) bend.) (S+a. 111407, RT 40") rpﬂy not be GO[ID'GTG- The COHTFGCT(.)F shall be r98p0n§”?|? for notifying
C. Install 10" (18" breakaway coupling foundation STD No. 801.01-01) pedestal pole with countdown . iw?ﬁeul%é}gf Igr;gg zgnigggiggcgégge?Se;hfﬁqﬂ]tlj ggrleﬁiuisbnej%egg _Irﬁgo-red
pedesﬂ‘ic_ln signal head. (NOTG: 1.“‘3 90° polyvinyl chloride (Schedule 80) beﬂd-’] (Note: Contractor , utilities Gn(.j the traffic signal will occur. the contractor shall notify
S??!I coil APS pushbutton wire in the base of DedeS‘I'CII DOle-) (Sta. 110423, 57 RT., 110+96.5, 54.5 +he projec+ engineer immedicﬁ'ely so that the conflict may be resolved.
D. . . . . . .
. el _ . . . 2. All Traffic Signal Foundations shall be installed at the Final Sidewalk
{2$+G|{1QET§ s%gg L?) base-mounted cabinet and controller with all necessary equipment as shown. or Curb grads for closed sections, Highest Roadway Profile Grade for
E a- ' open sections, to meet clearances as specitied in MD 816.03, MD 818.01,
) , . L . MD 818.02, and MD 818.04 The contractor shall verify ultimate grades
- Install metered service pedestal for underground electrical utility service. prior to the installation of all signal equipment. ‘ STATE OF MARYLAND
" Install handhole ' ‘ DEPARTMENT OF TRANSPORTATION
g, o : 3. All pavement markings detailed are proposed and are go be ;nsTolled in , STATE HIGHWAY ADMINISTRATION
: " . A . . accordance with SHA standards. All crosswalks shall be centered on
N Install 4% polyvinyl chloride electrical conduit (Schedule 80) (trenched). handicap ramps or median cut throughs. |
Install 4" polyvinyl chloride electrical conduit (Schedule 80) (bored). | : MD 1872 (NORWOOD RD) / MD 187
J.
Install 3" polyvinyl chloride electrical conduit (Schedule 80) (frenched). (DOCTOR BIRD RD) AND NORWOOD RD
K. .
' Install 2" polyvinyl chloride electrical conduit {(Schedule 80) (trenched). . OLNEY, MARYLAND
Install 12" white heat applied preformed theromplastic pavement marking.(Crosswalk)
M. | PRITES P prastie P e APPROVALS - REVISIONS TRAFFIC SIGNAL PLAN
GEOMETRIC LEGEND Install 24" white heat applied preformed theromplastic pavement marking.(Stopline)
PROPOSED N. v u , , SCALE _1"= 20’ DATE 5-19-09 CONTRACT ND._MO5625176
EXISTING [nstall ground mounted sign on one 4°x6" wood post 550" from Stopline. (S+ta. 104452, 19’ RT)
0.
LEGEND OF UNDERGRGCUND Install ground mounted sign on one 4“x6" wood post 550" from Stopline. (Sta. 116+33, 23.5' LT) L | | | | | DESIGNED BY_ _J.W.A. COUNTY _ MONTGOMERY
AND OV P. N / : |
AE;LLCA;i?EAD:IHUKES Install ground mounted sign on one 4“x6” wood post 250° from Stopline. \ o DRAWN BY R.C. LOGMILE _15018205.30
Q. 1567
ELECTRIC - Install 3" polyvinyl chloride electrical conduit (Schedule 80) (trenched) with 507 of 3 wire STREET TRAFFIC STUDIES, LTD. I N CHECKED BY TIMS NO.
TELEPHONE J— 1 oonduc+or|- (No. 250 KCMIL) for proposed underground electrical power service by PEPCO to base of e F.A.P. NO. TOD NO.
utilit ole. . '
aiwrlég s 5 R. E 'ty P Ph (410) 590-5500
W w . . Fax 1410} 590-6637 .
CABLE TV y Proposed handicap ramps are detailed on the roadway plans. 5511 dan ra9s | el | | | | TS NO. 4706 DRAWING NO. 1 OF 5 SHEET NO. OF
PLOTTED: THURSDAY, MAY 21, 2005 AT BB:4@ AM
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